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THIRD ANGLE PROJECTION 

CUSTODIAN:  SAE AE-8/AE-8D 

 
 

 

R
E

V
. 

A
 

FEDERAL SUPPLY CLASS
6145 

AS22759/83
SHEET 1 OF 6 

   REV.
  A 

NOTICE 

THIS DOCUMENT HAS BEEN TAKEN DIRECTLY FROM U.S. MILITARY SPECIFICATION MIL-DTL-22759/83A AND 
CONTAINS ONLY MINOR EDITORIAL AND FORMAT CHANGES REQUIRED TO BRING IT INTO CONFORMANCE WITH 
THE PUBLISHING REQUIREMENTS OF SAE TECHNICAL STANDARDS.  THE INITIAL RELEASE OF THIS DOCUMENT 
IS INTENDED TO REPLACE MIL-DTL-22759/83A.  ANY PART NUMBERS ESTABLISHED BY THE ORIGINAL 
SPECIFICATION REMAIN UNCHANGED. 
 
THE ORIGINAL MILITARY SPECIFICATION WAS ADOPTED AS AN SAE STANDARD UNDER THE PROVISIONS OF THE 
SAE TECHNICAL STANDARDS BOARD (TSB) RULES AND REGULATIONS (TSB 001) PERTAINING TO ACCELERATED 
ADOPTION OF GOVERNMENT SPECIFICATIONS AND STANDARDS.  TSB RULES PROVIDE FOR (A) THE 
PUBLICATION OF PORTIONS OF UNREVISED GOVERNMENT SPECIFICATIONS AND STANDARDS WITHOUT 
CONSENSUS VOTING AT THE SAE COMMITTEE LEVEL, AND (B) THE USE OF THE EXISTING GOVERNMENT 
SPECIFICATION OR STANDARD FORMAT. 
 
UNDER DEPARTMENT OF DEFENSE POLICIES AND PROCEDURES, ANY QUALIFICATION REQUIREMENTS AND 
ASSOCIATED QUALIFIED PRODUCTS LISTS ARE MANDATORY FOR DOD CONTRACTS.  ANY REQUIREMENT 
RELATING TO QUALIFIED PRODUCTS LISTS (QPL’S) HAS NOT BEEN ADOPTED BY SAE AND IS NOT PART OF THIS 
SAE TECHNICAL DOCUMENT. 
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THE REQUIREMENTS FOR ACQUIRING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
SPECIFICATION SHEET AND THE ISSUE OF THE FOLLOWING SPECIFICATION LISTED IN THAT ISSUE OF THE 
DEPARTMENT OF DEFENSE INDEX OF SPECIFICATIONS AND STANDARDS (DODISS) SPECIFIED IN THE 
SOLICITATION:  MIL-W-22759. 
 
REVISION A IS EDITORIAL ONLY, FOR INSERTION OF THE FOLLOWING STATEMENT.  "THIS SPECIFICATION IS NOT 
INTENDED FOR USE IN NAVAL AIRCRAFT OR NAVAL AIR SYSTEMS APPLICATIONS." 
 
 
 
 

 

FIGURE 1.  GENERAL CONFIGURATION. 
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TABLE I.  CONSTRUCTION DETAILS. 

 

TABLE II.  WIRE INSULATION MATERIALS.  1/ 

 

TABLE III.  PHYSICAL PROPERTIES OF FP/POLYIMIDE/FP TAPES. 

 

TABLE IV.  TAPE OVERLAP REQUIREMENTS. 

 



 
 

AEROSPACE STANDARD 
WIRE, ELECTRICAL, POLYTETRAFLUOROETHYLENE/ 
POLYIMIDE INSULATED, NORMAL WEIGHT, SILVER 
COATED, COPPER CONDUCTOR, 200°C, 600-VOLT 

 

 

A
S

22
75

9/
83

 

 
 

 
 

R
E

V
. 

A
 

AS22759/83
SHEET 4 OF 6 

 REV.
  A 

TABLE V.  FLUID TABLE. 

 
 
RATINGS: 
 
TEMPERATURE RATING:  200°C (392°F) MAXIMUM CONTINUOUS CONDUCTOR TEMPERATURE. 
VOLTAGE RATING:  600 VOLTS (RMS.) AT SEA LEVEL 
 
ADDITIONAL REQUIREMENTS: 
 
WET ARC PROPAGATION RESISTANCE (TEST REQUIRED FOR INITIAL QUALIFICATION ONLY):  QUALIFICATION BY 
SIMILARITY TO MIL-W-22759/86-20. 
 
DRY ARC PROPAGATION RESISTANCE (TEST REQUIRED FOR INITIAL QUALIFICATION ONLY):  QUALIFICATION BY 
SIMILARITY TO MIL-W-22759/86-20. 
 
BLOCKING:  200°C ± 2°C (392°F ± 3.6°F) 
 
COLOR:  FOR BRAIDED CONSTRUCTIONS, PREFERRED COLOR SHALL BE DARK GREEN WITH THE MUNSELL 
COLOR LIMITS OF 5Y 3/2 AND 5B 2/0.5.  WHITE IS AN ACCEPTABLE ALTERNATIVE.  CONFORMITY OF COLOR TO 
THE LIMITS OF MIL-STD-104 SHALL NOT BE REQUIRED AFTER OVEN EXPOSURE. 
 
COLOR STRIPING OR BANDING DURABILITY:  NOT REQUIRED. 
 
CONDUCTOR STRAND ADHESION:  REQUIRED 
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CONTINUOUS LENGTHS:  SCHEDULE B 
 
FLAMMABILITY:  TEST IN ACCORDANCE WITH MIL-STD-2223 METHOD 1006 PROCEDURE A. 
   REQUIREMENTS: 
      DURATION OF AFTER-FLAME 3 SECONDS (MAX) 
      FLAME TRAVEL                     3 INCHES (MAX) 
      NO FLAMING OF TISSUE 
 
HIGH FREQUENCY SPARK TEST:  (WHEN USED IN LIEU OF IMPULSE DIELECTRIC TEST)  TEST IN ACCORDANCE 
WITH MIL-STD-2223 METHOD 3008, 5.7 KILOVOLTS (RMS.)  TEST 100 PERCENT OF THE WIRE. 
 
HUMIDITY RESISTANCE:  AFTER HUMIDITY EXPOSURE WIRE SHALL MEET THE REQUIREMENTS FOR INITIAL 
INSULATION RESISTANCE. 
 
IDENTIFICATION OF PRODUCT:  COLOR CODE DESIGNATOR NOT REQUIRED. 
 
IDENTIFICATION DURABILITY:  NOT REQUIRED 
 
IMMERSION (TEST REQUIRED FOR INITIAL QUALIFICATION ONLY):  TEST IN ACCORDANCE WITH MIL-STD-2223 
METHOD 1001 INCLUDING THE ADDITIONAL FLUIDS LISTED IN TABLE V OF THIS SPECIFICATION.  USE MANDRELS 
AND WEIGHTS LISTED IN TABLE VI FOR BEND TESTING.  DIELECTRIC TEST, 2500 VOLTS (RMS), 60 HZ.  FOR 
TURBINE FUEL IMMERSION TEST OF MIL-STD-2223, EITHER JP4 OR MIL-T-83133 TYPE JP-8 (NATO TYPE F-34) MAY 
BE USED. 
 
IMPULSE DIELECTRIC TEST:  8.0 KILOVOLTS (PEAK).  TEST 100 PERCENT OF THE WIRE. 
 
INSULATION RESISTANCE:  5000 MEGOHMS FOR 1000 FEET (MIN.) 
 
LIFE CYCLE:  500 HOURS AT 230°C ± 2°C (446°F ± 3.6°F).  DIELECTRIC TEST, 2500 VOLTS (RMS), 60 HZ.  USE 
MANDRELS COATED WITH POLYTETRAFLUOROETHYLENE SUCH THAT THE DIAMETER OF THE MANDRELS, 
AFTER COATING, STILL CONFORM TO THE REQUIRED TEST MANDRELS DIAMETERS OF TABLE VI.  AFTER OVEN 
EXPOSURE, LAYERS SHALL NOT SEPARATE AND OR TAPES SHALL NOT LIFT ALONG THE INSULATION OR AT THE 
ENDS. 
 
LOW TEMPERATURE (COLD BEND):  USE MANDRELS AND WEIGHTS SPECIFIED IN TABLE VI.  CHAMBER 
TEMPERATURE, -65°C ± 2°C (-85°F ± 3.6°F).  DIELECTRIC TEST, 2500 VOLTS (RMS), 60 HZ. 
 
SHRINKAGE:  0.125 INCH (MAX.) AT 230°C ± 2°C (446°F ± 3.6°F). 
 
SMOKE:  200°C ± 5°C (392°F ± 9°F); NO VISIBLE SMOKE 
 
SOLDERABILITY:  REQUIRED. 
 
STRIPPABILITY:  NOT REQUIRED. 
 
TAPE OVERLAP:  IN ACCORDANCE WITH MIL-STD-2223, METHOD 6005 
 
TENSILE MODULUS:  TEST COMPOSITE FILM IN ACCORDANCE WITH ASTM D 882, METHOD A 
 
THERMAL INDEX:  (TEST REQUIRED FOR INITIAL QUALIFICATION ONLY).  QUALIFICATION BY SIMILARITY TO MIL-
W-22759/86. 
 
THERMAL SHOCK RESISTANCE:  OVEN TEMPERATURE, 200°C ± 2°C (392°F ± 3.6°F), MAXIMUM CHANGE IN 
MEASUREMENT, 0.125 INCHES.  NO CRACKING. 
 
WRAP (MANDREL WRAP):  NO CRACKING, NO DIELECTRIC BREAKDOWN.  USE MANDRELS SPECIFIED IN TABLE 
VI.  DIELECTRIC TEST, 2500 VOLTS (RMS), 60 HZ. 
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TABLE VI.  TEST MANDREL AND TEST LOAD REQUIREMENTS. 

 
 
QUALIFICATION OF WIRE: 
 
FOR QUALIFICATION, A SOURCE IS REQUIRED TO SUBMIT DATA ON QUALITY CONFORMANCE TESTS AND ANY 
FINISHED WIRE TESTS AS REQUIRED BY THE QUALIFICATION AUTHORIZATION LETTER.  ALL OTHER TESTING 
WILL BE PERFORMED BY THE QUALIFYING ACTIVITY AT THE SOURCE’S EXPENSE. 
 
DUE TO THE EXTENDED TIME PERIOD OVER WHICH THE THERMAL INDEX TEST IS PERFORMED, A SOURCE MAY 
BECOME QUALIFIED UNDER THIS SPECIFICATION SHEET WHILE THIS TEST IS STILL IN PROGRESS. 
 


